Special orders are quoted
and delivered promptly.

GHAM-BIT

Variable position chamfer tool. Drill and
deburr or chamfer in one operation!

e Converts any standard twist drill to a * Optional Stop-Bit back-up spacers can
step drill or chamfering tool for counter- provide an alternative positive stop
sinking and burr removal. backed all the way up your tool holder

¢ Stocked for all standard drill sizes from for precise positioning (see page 13).

1/8"to 1" or 3mm to 25.5mm. » Added support of the combination
tool reduces chatter and assures

* Economical alternative to custom concentricity of the chamfer.

multi-diameter drills.

» Stocked with standard S0° included
angle. 82°, 100° and 120° also available
on special order.

* Unlike a multi-diameter drill, the
Cham-Bit can be disassembled from
the drill and easily resharpened over
and over. » Special orders welcome for drills other

than standard jobber drills—such as

parabolic, core, inserted, and solid
carbide.

* Rugged cutter and collar interlock to
the drill with a combination of three
set-screws forming a positive stop of
great strength.

Larger sizes and
special angles
are available
upon request.

CHAM-BIT PART NO./DIMENSIONAL DATA CHAM-BIT PART NO. / DIMENSIONAL DATA
(Fractional, Number and Letter Sizes) (Metric)

Drill Size A B C D Drill Size A B C D
Part#  Range (i) (i) (in) (in) Part# RANGE (in) (in) (in) (in)
CCH-* .1250-.1800 7/16 1/4 5/8 5/16 CCM-* M3 - M4.5 7/16 1/4 5/8 5/16
CCH- .1820-.2280 1/2 1/4 3/4 3/8 CCM- M4.6- M5.9 1/2 1/4 3/4 3/8
CCH- .2350-.3020 5/8 1/4 1" 1/2 CCM- M6.0- M7.6 5/8 1/4 1 12
CCH- .3120-.4370 3/4 5/16 1-1/4 5/8 CCM- M7.7- M11.0 3/4 5/16 1-1/4 5/8
CCH-  .4531-.6090 15/16 5/16 1-1/2 13/16 CCM- M11.5-M15.25 15/16 5/16 1-1/2 13/16
CCH- .6250-.7340 1-1/8 3/8 1-5/8 1" CCM- M15.5-M18.75  1-1/8 3/8 1-5/8 1"
CCH- .7500-.8590 1-5/16 7/16 1-3/4 1-3/16 CCM- M19.0 - M22.0 1-5/16 7/16 1-3/4 1-3/16
CCH- .7850-1.000 1-7/16 1/2 2" 1-5/16 CCM- M22.5 - M25.5 1-7/16 1/2 2" 1-5/16
NOTE: All part numbers are preceded by CCH- , followed by the four-digit decimal NOTE: All part numbers are preceded by CCM-, followed by the four-digit metric drill
drill diameter (eg. 1/8'=CCH1250). diameter (eg. M3.0=CCM0300).
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Chamfer and deburr or countersink
while drilling very small holes.

* Increases rigidity and strength of * Available in English and
small drills. Metric sizes.
* Extends drill length. * See price list for part numbers

and actual sizes available.
Special angles 100°, 120°,
etc. and spot facers

¢ Includes standard HSS jobbers drill. guoted upon request.

e Dual-cutting edge HSS cutter designed
to be held in collet or drill chuck.

* Eliminate expensive secondary operations.
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STANDARD SMALL DRILL CHAM-BIT PART NO./DIMENSIONAL DATA
(Fractional, and Number Sizes)

Dept Dept Drill Decimal 0.A.L. 0.D. L1min L2max L3Adj Drill0.A.L
Code 90°  Code 82° Range Range (in) (in) (in) (in) (in) (in)
MCC-90- MCC-82- 1/16"- #52 .0625/.0635 1- 3/4" 250  1/4" 7/8" 5/8" 1-7/8"
MCC-90- MCC-82- #51-#47 .0670/.0785 1-7/8" 250  1/4" 7/8" 5/8" 2"
MCC-90- MCC-82- #46 - #44 .0810/.0860 2" .250 1/4" 7/8" 5/8" 2-1/8"
MCC-90- MCC-82- #43 - 3/32" .0890/.0938 2- 1/8" 250  1/4" 7/8" 5/8" 2-1/4"
MCC-90- MCC-82- #41-#39 .0960/.0995 2-1/4" 250 1/4" 7/8" 5/8" 2-3/8"
MCC-90- MCC-82- #38 -#36 .1015/.1065 2-3/8" .250 1/4" 7/8" 5/8" 2-1/2"
MCC-90- MCC-82- 7/64" - #33 1094 /1130 2-1/2" 250  1/4" 7/8" 5/8" 2-5/8"
MCC-90- MCC-82- #32-#30 .1160/.1285 2-5/8" 250  1/4" 7/8" 5/8" 2-3/4"

NOTE: All part numbers are preceded by MCC- 90- or MCC-82- followed by the four digit decimal drill diameter
(eg. for #60 drill @ 90° = MCC-90-0400).

STANDARD SMALL DRILL CHAM-BIT PART NO./DIMENSIONAL DATA

(Metric)

Dept Drill Range Decimal Range 0.A.L. 0.D. Li1min L2max L3adj Drill0.A.L.
Code 90° (MM) (in) (mm) (in) (mm) (mm) (mm) (mm)
MCM-90- 15-16 .0591/.0630 44 .250 7 23 16 48
MCM-90- 1.7-2.0 .0669 /.0787 47.5 .250 6.5 22.5 16 51
MCM-90- 2.1 .0827 51 .250 6 22 16 54
MCM-90- 2.2-23 .0866 /.0906 54 .250 6 22 16 57
MCM-90- 24-25 .0945 /.0984 57 .250 6 22 16 60
MCM-90- 26-27 .1024 /.1063 60 .250 7 23 16 64
MCM-90- 2.8-29 1102 /.1142 63 .250 7 23 16 67
MCM-90- 3.0-3.2 .1181/.1260 66.5 .250 6.5 22.5 16 70

NOTE: All part numbers are preceded by MCM-90- followed by the four digit drill diameter
(eg. for 3MM drill @ 90° = MCM-90-0300).



